DC

Centrifugal Fan 270 mm sq.

Bracket-mounted Centrifugal Fan

270)(270)(11 9 mm

San Ace C225 9B1TS ¢pe 2 s

General Specifications

- Material .ooooiiiii Motor case: Aluminum (Black coating), Impeller: Plastic (Flammability: UL 94V-0)
Bracket: Aluminum, Plastic (Flammability: UL 94V-0)
- Expected life ... See the table below. (L10 life: 90% survival rate for continuous operation in free air at 60°C, rated voltage)
Expected life at 40°C is for reference only.
- Motor protection function.................. Locked rotor burnout protection, Reverse polarity protection
For details, please refer to p. 599.
- Dielectric strength ...........c.cociiinns 50/60 Hz, 500 VAC, for 1 minute (between lead wire conductors and bracket)
- Insulation resistance ............cccceeuenns 10 MQ or more with a 500 VDC megger (between lead wire conductors and bracket)
- Sound pressure level (SPL) ............... At 1 m away from the air inlet
- Storage temperature ............ccoeeieenens -30 to +70°C (Non-condensing)
cLead Wire .o.oovveeieiiiiieeie @®Red ©Black ((sensor ) Yellow Brown
cMaSS 1920 g
Specifications
The models listed below have pulse sensors with PWM control function.
Model no. Rated voltage | Operating voltagerange | PWM duty | Rated current | Rated input | Rated speed Max. airflow Max. static pressure SPL Operating temperature | Expected life
V] V] cycle’ %] [A] W] [min”'] [m¥min]  [CFM] [Pa]  [inchH:0]| [dB (A)] [C] [h]
100 3.65 175.2 3550 28.1 992 | 861 3.46 745
e L e e e K
1 : ! 7 5 .37 705
9B1TS48POH001 15 | 024 | 115 000 | 785 277 | 685 028 | 520 | retll

* PWM input frequency is 25 kHz; models without specifications at 0% PWM duty cycle have zero fan speed at 0%.

Note: The maximum rated input value of 9B1TS48P0G001: 380 W and 9B1TS48POH001: 200 W.

Airflow - Static Pressure Characteristics / PWM Duty - Speed Characteristics Example
9B1TS48P0G001 with pulse sensor with PWM control function

PWM duty cycle Operating voltage range PWM duty - Speed characteristics example
X X . ., Voltage: 48 VDC
(inch H20) (Pa) (inch H20) (Pa) PWM d le 100% (min") PWM f | H
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Airflow Airflow
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Airflow - Static Pressure Characteristics / PWM Duty - Speed Characteristics Example

9B1TS48POH001 With pulse sensor with PWM control function

PWM duty cycle Operating voltage range PWM duty - Speed characteristics example
. . ,, Voltage: 48 VDC
finch H:0) :3':;0' 48 VDC {inch H:0) g?)a[; PWM duty cycle 100% (zT(]IBo) PWM frequency: 25 kHz
30} LT T ] 30}
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0 200 400 600 800 1000 (CFm) 0 200 400 600 800 1000 (CFm) PWM duty cycle
Airflow Airflow

Dimensions (unit: mm)

o
& 11221
4-95+0.2 &Q — 4-¢5+0.2
Mounting hole 720.5 Mounting hole part -
2701 Mounting hole 22042 .
" +1.5 *. o Lead wire
7-0.5 97.8+0.3,73.1+0.3 2 AWG 20
= Airflow direction SE! UL 3266
s/ ; N\ &

2475+0.5

% o) [IR\A +30
S
=

73.1+£0.3

2701
2202

(Y
J
B

™
\\ ™ ‘ o
\ S [l
H s
BT, A
= [}
AT o A o
'67 (J ) f&
% o
— Airflow direction 73.1£0.3 | 67.8+0.3
- N
Rotating direction Rotating direction

Reference Dimensions of Mounting Holes and Vent Opening (unit: mm)
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Reference Diagram for Mounting

Finger guard 109-1146 and 109-1146H should be mounted with four holes as in the drawing.

Finger guard

Options

Finger guards page: p. 588

Model no.: 109-1146, 109-1146H
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